Tea dryer

By the hot air flow of the original design, it becomes
the superior drying of a fragrance, the luster and color.

There are elevator type, and direct feed type doesn't take installation space.
There are a heavy oil heat exchanger and gas fire heat exchanger
specification.

All model have a heat exchanger built in and do not take the installation
space.

The first half of dryness is sent a lot of wind, and dry with little wind in the
second half.

The ceiling is equipped with the exhaust fan, and the exhaust heat is g
prevented from stagnating.

By attaching a cyclone type dust separator (option), it becomes a clean
exhaust gas and keeps work environment clean.

The crowler of original can do efficient dryness.

Tea dryer control panel NDC-10

The following abnormalities are perceived, it informs them of it with the bell,
and it stops automatically.

1. Inverter trip of motor.

2. Thermal trip of fan and burmer.

3. Overload of the machine, and tea jam.

4. An abnormal high temperture.
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Operation of the machine, a fan, and a burner can
be performed at one place.
Drying time is stepless at inverter control.

The crowler of original.

W specifications

Heavy oil heat exchanger, direct feed type 3% Part of the specifications might be changed for improvement.

Length | Width | Height | Weight nomber of Power Heavy oil |Processing capacity
Type stages Crowler | Leveling Fan  |Heatexchanger| Burner | consumption | (leaves conversion)
mm mm mm kg Stage kw kw kw kw kw £2/h kg/h
ND120-2F 3,385 1,714 2,992 1,670 6 0.2 0.04 0.75 0.4 0.25 2.6~53 180~300
ND120-3F 3585 | 2065 | 3017 | 2150 6 02 0.04 075 0.4 0.25 32~65 270~450
Heavy oil heat exchanger, elevator feed type
Crowler Power i : :
Type Length Width Height Weight nusTabgeerst Crowler | Leveling Fan Heat exchanger| Burner COT\EigD?E;LH Tlgzc\lisss:gni:fsa;zg
mm mm mm kg Stage kw kw kw kw kw 2/h kg/h
ND120-2F 5,252 1,714 2,992 1,970 6 0.2 0.2 0.75 0.4 0.25 2.6~5.3 180~300
ND120-3F 5,448 2,065 3,017 2,450 6 0.2 0.2 0.75 0.4 0.25 3.2~6.5 270~450
ND120-4F 5,448 2,065 3,329 2,670 8 0.4 0.2 0.75 0.4 0.25 3.6~7.2 360~600
ND120-6F 5,448 2,065 4,016 3,150 12 0.4 0.2 0.75 0.75 0.25 5.0~10.0 480~800
ND120-8F 6,252 2,065 4,116 3,850 12 0.75 0.2 1.5 0.75 0.25 6.4~12.8 630~1,050
Gas heat exchanger, direct feed type
Crowler Power ; :
Type Length Width Height Weight nuSTabgeerSof Crowler | Leveling Fan Heat exchanger| Burner consb;GpﬂOﬂ Tlrezti/isss:f?n‘i:fsa;zg
mm mm mm kg Stage kw kw kw kw kw kg/h kg/h
ND120-1F 2,085 1,714 2,992 960 6 0.2 0.04 0.4 0.2 0.03 1.6~3.2 90~150
ND120-2F 3,585 1714 | 2,992 1,670 6 0.2 0.04 0.75 0.4 0.2 2.2~4.4 180~300
ND120-3F 3,585 2,065 3017 2,150 6 02 0.04 0.75 0.4 0.25 2.5~5.0 270~450
Gas heat exchanger, elevator feed type
X . . Crowler Power LPG Processing capacity
Type Length Width Height | Weight nusTat)g;eésOf Crowler | Leveling Fan  |Heatexchanger| Burner | Consumption | (leaves conversion)
mm mm mm kg Stage kw kw kw kw kw kg/h kg/h
ND120-2F 5,252 1,714 2,992 1,970 6 0.2 0.2 0.75 0.4 0.2 22~3.2 180~300
ND120-3F 5,448 2,065 3,017 2,450 6 0.2 0.2 0.75 0.4 0.25 2.5~5.0 270~450
ND120-4F 5,448 2,065 3,329 2,670 8 0.4 0.2 0.75 0.4 0.25 3.0~6.0 360~600
ND120-6F 5,448 2,065 4,016 3,150 12 0.4 0.2 0.75 0.75 0.25 3.8~7.6 480~800
ND120-8F 6,252 2,065 4,116 3,850 12 0.75 0.2 1.5 0.75 0.25 5.0~10.0 630~1,050
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